
Arboriculture
Tested and approved by tree surgeons, Cousin Trestec ropes and
accessories are the leading name in the Arboriculture market. With
Cousin Trestec, the tree surgeons’ comfort, safety and performance
are optimized.

> Abseiling rope Ref: 1750
known as “American rope” 

Static rope, Ø 13.5mm polyester/polyamide.

Conforms to EN1891 and CE approved specifically
for "Arboriculture" use. Available in standard
lengths of 30m, 40m, 50m & large reels.

Spliced at one end, stainless steel lock plate at the
other end.

Delivered in a handled plastic bag.

Great flexibility, good handling, especially
adapted for use with a Prussik.

Colour: White/orange

Strong, compact with great abrasion
resistance.

Colour: White/blue

> Abseiling rope Ref: 1773
known as "Mikado"

Static rope, Ø 12mm polyester/polyamide.

Conforms to EN1891 and CE approved specifically for
"Arboriculture" use. Available in standard lengths of
30m, 40m, 50m & large reels.

Spliced at each end.

Delivered in a handled plastic bag.

Thinner,  lighter new generation rope. Very
stable under load with a perfect cohesion
between the main core & the braided cover.
Colour: Orange/black or yellow/black

Type A
Diameter under 10 kg 13mm
Weight/metre total 103,1 g/m
Weight/metre - Core 44,50%
Weight/metre - Sheath 55,50%
Number of falls > 27 chutes
Impact force 538 daN
Number of carriers 24
Static elongation (50 to 150 kg) 3%
Slippage 10mm
Flexibility to knot 0,83
Breaking strength > 3748 daN
Breaking strength with a figure-of-8 knot > 1500 daN
Retraction 5%
Material Polyamide

Type A
Diameter under 10 kg 13,5mm
Weight/metre total 116 g/m
Weight/metre - Core 22,20%
Weight/metre - Sheath 77,80%
Number of falls > 20 chutes
Impact force 495 daN
Number of carriers 16
Static elongation (50 to 150 kg) 3,50%
Slippage 10mm
Flexibility to knot 0,57
Breaking strength 3020 daN
Breaking strength with a figure-of-8 knot > 1500 daN
Retraction 0,20%
Material Polyamide

Type A
Diameter under 10 kg 12,2mm
Weight/metre total 99 g/m
Weight/metre - Core 32,20%
Weight/metre - Sheath 67,80%
Number of falls 11 chutes
Impact force 500daN
Number of carriers 16
Static elongation (50 to 150 kg) 1,10%
Slippage 0mm
Flexibility to knot 0,76
Breaking strength 3140 daN
Breaking strength with a figure-of-8 knot > 1500 daN
Retraction 1%
Material Polyester/Polyamide
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> Abseiling rope Ref: 1740
known as  “Forester II”

Static rope, Ø 13mm polyamide.

Conforms to EN1891 and CE approved specifically
for "Arboriculture" use.
Available in standard lengths of 40m & 50m. Other
lengths available on request. Spliced at one end
(or 2 loops according to requirements), stainless
steel lock plate at the other end.

Delivered in a handled plastic bag.
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> Rope for Prussik use ref: 961
known as “Braidline”

Double braid rope, Ø 10mm polyester.

Breaking strength: 2400 kg, Weight: 70 gms/m

Available in 200m reels

Excellent abrasion resistance, great
flexibility for setting up Prussiks, high
tenacity polyester.

Colour: White/ black

> Circular saw holder webbing 
Width: 22mm

Length: 77cm

Breaking strength: 500 daN, Weight: 130 g

Flexible safety webbing designed for holding
a circular saw.

Colour: Black

> Dismantling sling
Tubular braid, Ø 20mm polyester with a
polyurethane coating.

Available lengths: 1.8m & 2.5m

A perfectly stable & durable sling. This sling
is principally designed for the attachment of
braking systems at ground level.

Colour: Red

> Jet Cord   
- 100% polyethylene, the “Tresse Jet Argon”
Ø 2mm is available in 50m reels.
Weight: 2 gms/m. Breaking strength: 65 daN.

- Braided Dyneema “1299”, Ø 1.9mm, 60m reel,
yellow colour.
Weight: 2.30 gms/m. Breaking strength: 574 daN.

Thin, strong and easily identified due to
their bright colours.

> Ref: 790
known as “Equinoxe”

32 plait braided sheath, strands polyester core.

Available from Ø 14mm to 18mm.

200m or 100m reels depending on diameter.

Great breaking strength.

Specific colour for each diameter to
differentiate them.

Ø mm Res. Kg WLL* kg g/m

14 4500 640 147

16 5500 780 195

18 8500 1210 250

Ø mm Res. Kg WLL kg

20 13000 1800
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