
Safety

Surrounded by dangers, rescue workers must be
equipped with light & strong ropes to execute the

most delicate missions. 
With Cousin Trestec ropes, a rescue in hazardous

surroundings will be accomplished safely.

> “Sécurité
INDUSTRIE”

Ref 1532   
Static rope, ø 10,5 mm,
polyamide.

Conforms to EN 1891 & CE
standards.

Use: the benchmark rope, the most
popular caving rope.

Available in standard lengths of
200m.

Comfortable diameter, perfectly
suitable for use in hazardous
surroundings.

Colour: White/black or black

> “Sécurité
INCENDIE”
Ref 1165

Static rope, Ø 12,5 mm,
polyamide.

Conforms to NIT 271 standard. 

Use: dedicated firefighters rope.

Available in 30m lengths, 60m
lengths or 200m reels.

Multi braided core significantly
delays failure. 

Colour: 2007, yellow; 2008, red;
2009, grey; 2010, blue

> PRO FORCES
Ref 4045 

Dynamic rope, Ø 8,6 mm,
polyamide.

Twin rope, cabled core.

Conforms to EN 892 et CE
standards.

Use: for multi-pitch rock climbs and
mountaineering.

Available in 200m reels or 50m
lengths.

Robust, excellent shock
absorption.

Colour: Red/orange/yellow or
Yellow/black/grey

> TOP ROCK
Ref 4935 

Dynamic single rope, ø 10,7 mm,
polyamide.

Conforms to EN 892 & CE
standards.

Use: perfectly suited for military use
due to a 30% reinforcement of the
sheath.

Available in standard lengths of 50m,
60m, 200m & 300 m.

Colour: Red/black

Type Single rope

Diameter under 10 kg 10,7 mm
Weight/metre total 74 g/m
Weight/metre - Core 60%
Weight/metre - Sheath 40%
Number of falls 10 falls
Impact force 820 daN
Number of carriers 32
Dynamic elongation 34,90%
Static elongation 6,30%
Breaking strength 2400 daN
Slippage 0 mm
Material Polyamide

Type Twin rope

Diameter under 6 kg 8,6 mm
Weight/metre total 46,5 g/m
Weight/metre - Core 59,04%
Weight/metre - Sheath 40 %
Number of falls 9 falls
Impact force 530 daN
Number of carriers 40
Dynamic elongation 31,7 %
Static elongation 8 %
Slippage 0
Flexibility to knot 0,83
Breaking strength 1356 daN
Material Polyamide

Diameter under 10 kg 12,6 mm
Number of falls (factor 1)
- 5mm loop > 20 falls
Number of falls (factor 2)
- 5mm loop 4 falls
Number of falls (factor 1)
- 1mm loop 2 falls
Impact force 510 daN
Number of carriers 40
Elongation (5 to 90 kg) 3,50%
Elongation (30 to 3000 daN) 25,40%
Breaking strength 3600 daN
Breaking strength with a figure-of-8 knot

> 2200 daN
Material Polyamide

Type A
Diameter under 10 kg 10,4 mm
Weight/metre total 71,3 g/m
Weight/metre - Core 58%
Weight/metre - Sheath 42,10%
Number of falls 10 falls
Impact force 472 daN
Number of carriers 32
Static elongation (50 to 150kg) 2,80%
Slippage 0 mm
Flexibility to knot 0,97
Breaking strength 2740 daN
Breaking strength with a figure-of-8 knot

1528 daN
Retraction 2%
Material Polyamide
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> Equinoxe Rope
Ref 790

Braided polyester core, 32 plaits on polyester
cabled core.

Presentation: reels of 200m or 100m according to
diameter.

Thinner & more flexible than classic cabled
rope. Flexible & light, quick to connect and lock.

> Cords for Mountaineering,
polyamide, Ø 7mm

Use: accessory cords for various applications &
manoeuvres.

Available in reels of 25m & 200m.

Breaking strength: 1050daN

Weight: 29 g/m

> Sewn webbing loops
Sewn loops, polyamide.
Use: webbing for anchors & belays.
Breaking strength: 2200 daN
Width: 19mm

Make up: plastic blister packs.

> Synthetic braided lanyard
Ø 7mm 

Fitted with self-locking karabiner at each end.

Use: To guide the descent of personnel or
equipment.

Available in 30m lengths.

Ø mm Res. Kg WLL* kg g/m

10 2600 370 71

12 3500 500 106

14 4500 640 147

16 5500 780 195

18 8500 1210 250

Secours

Colour Length

Orange 0,60 m

Blue 0,80 m

Yellow 1,20 m

Red 1,50 m

www.cousin-trestec.com contact@cousin-trestec.com
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* Working Load Limit

fiche_secours_uk  24/05/07  17:03  Page 2


